
القوة الھیدرولیكیة المحركة DATASHEET

RRR

ورقة البيانات

WARRANTY

Technical ParametersA specially designed heavy duty spike obstruction 
device, preventing the reverse entry of vehicles in 
one-way roads.
 
Heavy duty spikes rise from the ground immediately
disabling the vehicle by puncturing the tire at 
contact of the spikes, securing the entrance against 
unauthorized intrusions at the premise.
 
No excavation required, all the parts of the main 
body and teeth are hot dip galvanized/epoxy 
coated in order to prevent rusting.
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Technical Parameters

Length

Width

Upper Plater

Spikes Distance

Spikes Thickness

1000 mm 
(stackable up to 6000 mm)

1000 mm

6 mm checkered plate

95 mm

10 mm

معلومات فنية

الطول

العرض

المنصة العلوية

مسافة الشوكات

سمك الشوكات

1000 ملم
(	تد لاطوال حتى 6000 ملم)

1000 ملم

6 ملم منصة مبزرة

95 ملم

10 ملم

وصف المنتج

تصميم خاص لشوكات متينة لاعاقة مرور  المركبات, ومنع الدخول 
العكسي للمركبات في الطرق ذات الاتجاهات الواحدة.

ترتفع الشوكات المتينة من الأرض لتعطيل السيارة فورًا عن
طريق ثقب الإطار عند ملامسة الشوكة ، م� يؤمن المدخل ضد

التدخلات غ¤ المصرح بها في المبنى.
لا حاجة للحفر ، جميع أجزاء الجسم الرئيسي والأسنان مجلفنة

بالغمس الساخن / مطلية بالإيبوكسي لمنع الصدأ.
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Technical Parameters

Spikes Height

Paint

Type

Model Top View Model Side View

Model Front View

57 ملم

مطلي �سحوق كهربا�
                  RAL1003

فوق الأرض

57 mm

Electrostatic Powder Coated
RAL1003

Above ground

ارتفاع الشوكات

الطلاء

النوع

�وذج عرض من الأعلي

�وذج عرض من الأمام�وذج عرض من الجانب

10
00

146

300

57

1000


